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Downloading the Software
● http://n1mm.hamdocs.com/tiki-index.php?page=Downloadi

ng+the+Software&structure=N1MM+Logger+Documentatio
n

● The first time you download N1MM, you need to download 
the Full Installer

● Go to above link and Click on “Files” and then on 
“N1MMplus Full Install” and save the file to your hard drive.

● After you have installed N1MM you can easily update it 
from within the program.

http://n1mm.hamdocs.com/tiki-index.php?page=Downloading+the+Software&structure=N1MM+Logger+Documentation
http://n1mm.hamdocs.com/tiki-index.php?page=Downloading+the+Software&structure=N1MM+Logger+Documentation
http://n1mm.hamdocs.com/tiki-index.php?page=Downloading+the+Software&structure=N1MM+Logger+Documentation


  



  



  



  



  

Installing the Software
● Double-click the install file that you downloaded.  



  

Installing the Software
●  Windows will ask you if you want to allow the installer to 

make changes – answer “Yes”.  



  

You will then 
see this 
window

Click on “Next”



  

You will then see the 
licensing information 
window.  Again click 
“Next”.



  

You will then see the 
“Choose Components” 
window.  Again click 
“Next”.



  

You will then see the 
“Choose Install 
Location” window, for 
the program files.  
Accept the default 
install location and 
again click “Next”.



  

Next you will see the 
window for the Install 
Locations for User 
Files.  Again, accept 
the defaults and then 
click “Install”.



  

N1MM installation will 
now begin and you will 
see the following window.  
Once you see the text 
“Completed”, click “Next”.  
If you are asked at any 
point if you want to 
replace a newer file, say 
“No”.



  

You will see the 
following window and be 
asked if you want to 
reboot your computer.  
Click “Finish”.



  

Click “OK” on the window that pops up, to 
confirm that you want to reboot.



  

After the computer 
reboots, the installer 
will ask you where you 
want to put your 
N1MM User files, and 
then to set up an initial 
empty database and 
then to enter your 
station information 
into that database.  

This location will be the 
“N1MM Logger+” folder 
in “My Documents”, if 
you chose the default file 
locations as suggested.  
Select this folder and 
then Click “OK”.  



  

After you’ve specified the database location, you will be asked to create 
the new database.  Select “Create new N1MM Logger+ database” and 
click “OK”.



  

You will then be presented with the standard Windows File Dialog window, where you need to 
specify the name of the new database.  The default name is “ham.s3db”.  You can change 
“ham” to some other text, but you must NOT change the “s3db” file-type designation! 

After naming the 
database file, click 
“Save”.



  

Next, you will be presented with the “Edit Station 
Information” window, where you enter your station 
information.  

You only need to enter either your grid square OR your 
latitude and longitude, not both;  if you enter one, the other 
will be provided automatically based on the information you 
entered.   

Once you have completed this form, click “OK” and your 
installation is complete!

SEE NEXT SLIDE!



  



  

But Wait, There’s More!
Install the latest N1MM Update

Start N1MM, 
click “Tools”, 
and then click 
“Check for New 
Program 
Version and 
Install”. 



  

Click “OK” on the popup window that appears.

If there is a new N1MM version available, N1MM will download it and close N1MM.  You 
will then get the standard Windows prompt asking you if it is OK to change.  Answer 
“Yes”. 



  

You will then see the “Welcome to N1MM Logger+ Setup” window.  Click “Next”. 



  

You will then see the same User Information window that you saw when 
doing the original installation.  Again, click “Next”.



  

As before, this will bring up the “Choose Components” window.  Again, 
accept the defaults and click “Install”.



  

This will bring up the install progress window.  Once installation is complete, click “Next”



  

This will bring up the “Completing N1MM Logger+ Setup” window.  Click 
“Finish”, and N1MM will restart.
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